
Product features

Dali PWM dimmer for dimming constant voltage LED modules. This PWM dimmer can be

controlled via DALI and is ideal for dimming LEDLUX modules with D-Wire technology, for

example. 1 Kanal DALI LED-Dimmer. Geeignet zum Ansteuern von Konstantspannungs-

LED-Modulen mit Betriebsspannungen von 12V bis 48V. Dimmbereich: 0.1%-100%.

Kompakte Varianten für Leuchteneinbau und Deckeneinwurf. Anschlussstrom: 10A.

Strombedarf DALI: 2mA. Anzahl DALI Adressen: 1. Der Ausgangskanal wird über eine

DALI-Adresse (Device Type 6) gesteuert. Auslieferzustand: Vor dem erstmaligen

Adressieren kann das Gerät über die Gruppenadressen G0 gesteuert werden. Diese

voreingestellte Gruppenzuordnung wird bei der Adressierung gelöscht, danach kann eine

beliebige Gruppenzuweisung im DALI-Cockpit vorgenommen werden. PowerOn Level:

MASK (letzter Wert). Fade Time: 2 (1s). Fade Rate: 5 (89.4 steps/s).

Dimensions

Width (B) Height (H) Length (L) Control

30 mm 22 mm 120 mm Dali

Further product features

DIM DA PWM LU 1000HZ IP20

Due to the constant further development and improvement of LED technology, changes are possible
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Lifespan >100.000j (Tc <=75°C)

Ambient temperature -20°C ... +60°C

Storage & transport temperature -20°C ... +75°C

Nominal voltage 12VDC-48VDC

Housing material plastic

Glow wire resistance 650 ° C

Protection class IP20

Connection type Steckklemmen, max. Leitungsquerschnitt: 2.5mm²
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Additional Information
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